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GUARD HUT MANAGEMENT
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MODULAR GUARD HUT
SARS CODE: S-HUT-01-X (Where X refers to supplier model)

MANUFACTURER: PORTABUILD (or similar or equal)

MODELS: MODEL 100

SARS CODE: S-HUT-01-100

1.mx 1.5m x 2.4m HIGH

Fitted with 2 fixed glaze windows, 1 x vertical slider
window and a door window,

1 x Plug point, 1 x bulk head light and a counter.

ARMADILLO- MODEL 200

SARS CODE: S-HUT-02-200
1.1m x 1.8m % 2.1m HIGH

Fitted with 2 fixed glaze windows, 1 x vertical slider
window and a door window.

1 x Plug point, 1 x bulk head light and a counter.

NON STANDARD

SIZES: SARS Facilities to confirm non-standard sizes before
order is placed.
Blank Buildings
*1.5m x 2.0m % 2.4m high - fitted with only a door
¥*2.0m X 2.0m X 2.4m high - fitted with only a door
*#2.0m x 3.0m x 2.4m high — fitted with only a door
*3.0m x 3.0m x 2.4m high — fitted with only a door

OPTIONAL
EXTRAS: Vertical sliding window
Fixed Glaze window
Door window
Plug point
Bulk head light
Double Flourecent light
1m Counter
All extras to be listed when order is placed.
SARS facilities to confirm.
SUPPLIERS HOMEPAGE:
www.portabuild.co.za GLAZING: -All glazing to comply with requirements of SANS
(or similar or equal) 10400-N2008 - access doors and side lights to have
safety glass. Windows lower than 500 from floor,
windows lower than 1800 above pitch line of stairs
and shopfronts to be safety glass.
Note: All products as specified or similar or equal. CODE Description
SARS Facilities to sign off sample before order is placed.
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Warranty All units to carry minimum of 5 years warranty under normal external = E D =
& Design: environment conditions including coastal regions. The specifications as “g‘ = e a
contained in this document are the minimum SARS requirements. i = B a%
Vendor to take design responsibility & ensure correct specifications, E =



