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LOWER LEVEL SLAB (1ST FLOOR)

EXISTING MEMBRANE TO BE

REMOVED. SUBSTRATE TO BE MADE

GOOD. WATERPROOFING TO BE

APPLIED TO SPECIALIST DETAIL.

UNCOVERED

COURTYARD

BELOW

WATERPROOFING COVERING LIGHTWELL

BELOW TO BE REMOVED. NEW SP4

MEMBRANE TO BE APPLIED TO

WATERPROOFING SPECIALISTS DETAIL.
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EXISTING PARAPET WALL.

COUNTER FLASHING TO BE

REMOVED AND REPLACED TO

DETAIL.

EXISTING MEMBRANE TO BE

REMOVED. SUBSTRATE TO

BE MADE GOOD. WATER-

PROOFING TO BE APPLIED

TO SPECIALIST DETAIL.

EXISTING MEMBRANE TO BE REMOVED.

SUBSTRATE TO BE MADE GOOD.

WATERPROOFING TO BE APPLIED TO

SPECIALIST DETAIL.

EXISTING WATERPROOFING TO BE

REMOVED.

SUBSTRATE TO BE MADE GOOD.

SP4 MEMBRANE TO BE APPLIED

TO SPECIALIST DETAIL.

EXISTING MEMBRANE TO BE REMOVED.

SUBSTRATE TO BE MADE GOOD. WATERPROOFING

TO BE APPLIED TO SPECIALIST SPECIFICATION.

Ex. Room

to be

demolished

EXISTING MEMBRANE TO BE

REMOVED. SUBSTRATE TO BE

MADE GOOD. WATERPROOFING

TO BE APPLIED TO

SPECIALIST DETAIL.
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Ex. CONDENSER UNIT

TO BE

DECOMMISSIONED AND

REMOVED. SUPPORT TO

BE REMOVED.

Ex. CELL SIGNAL TOWER

TO REMAIN. SPECIALIST

TO ALLOW FOR WRAPPING

ON MOUNT AND STANDING

EXISTING PARAPET WALL.

COUNTER FLASHING TO BE

REMOVED AND REPLACED TO

SPECIALIST DETAIL.

LINE OF WALL BELOW

EXISTING PARAPET WALL.

COUNTER FLASHING TO BE

REMOVED AND REPLACED TO

SPECIALIST DETAIL.

ALL FULLBORE OUTLETS

TO BE REMOVED AND

REPLACED TO DETAIL 5.

SPECIALIST TO INSPECT

EX. BALLUSTRADES AND

PROVIDE WATERPROOFING

RECCOMENDATION.

EXISTING PARAPET WALL.

COUNTER FLASHING TO BE

REMOVED AND REPLACED TO

SPECIALIST DETAIL.

DET.
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ALL FULLBORE

OUTLETS TO DET.2

SPECIFICATIONS

EX. OUTLET TO

BOX GUTTER.

T
O

F
A
LL

S

ALL EXPOSED REBAR TO

BE REMOVED AS PER

DETAIL 5.

EXISTING PARAPET WALL.

COUNTER FLASHING TO BE

REMOVED AND REPLACED TO

SPECIALIST DETAIL.

ridge of screed ridge of screed

DET.

6

Ex. WATERPROOFING AND SCREED

TO BE REMOVED AND RELAID TO

1:80 FALLS TO DRAINAGE OUTLETS

DET.

3

DET.

4

1.5m RADIUS OF Ex.

SCREED TO BE REMOVED

AROUND WEEPHOLES.

NEW SCREED TO BE

LAID TO DETAIL 2.

DET.

2

EXISTING CONDUIT DUCTING

TO BE RELOCATED TO

ACCOMODATE WORK. TO BE

MADE GOOD ON COMPLETION

OF WORKS.

CELLPHONE

CONDUIT IN

PHONE LNE

CONDUIT IN

VP

EX. VP TO BE INSPECTED

AND WATERPROOFED AS

PER DETAIL 8

EX. BALLUSTRADES TO BE

REMOVED AND REPLACED

TOARCHITECTS  DETAIL.

TO

FALLS

EXISTING WATER

RETICULATION PIPE TO

BE PROTECTED.

SPECIALIST TO PROVIDE

RECCOMENDATION

EXISTING AIRCONDITIONING UNITS

TO BE REMOVED AND REMOUNTED

ON CONC. PLINTHS AS PER

DETAIL 7

DET.

7

EX. RWDP

RWDP

RWDP

EX. RWDP EX. RWDP

RWDP

EXISTING CONDUIT DUCTING

TO BE RELOCATED TO

ACCOMODATE WORK. TO BE

MADE GOOD ON COMPLETION

OF WORKS.

FFL: 12 620.00

FFL: 12 620.00

FFL: 8 810.00

FFL: 8 625.00

FFL: 7 810

FFL: 4 720

SLAB 6

ROOF

SLAB 2

ROOF

SLAB 1

ROOF SLAB 4 ROOF SLAB 5

SLAB 3

SLAB 7

SLAB 8

FFL: 7 810

FFL: 12 620.00

EX. RWDPEX. RWDP EX. RWDP EX. RWDP EX. RWDP EX. RWDP EX. RWDP
VOID

EX. RWDPEX. RWDPEX. RWDP EX. RWDP EX. RWDP EX. RWDP EX. RWDP EX. RWDP

EX. LOW WALL TO BE DEMOLISHED.

EX. VP TO BE

INSPECTED AND

WATERPROOFED

TO SPECIALIST

DETAIL

EXISTING AIRCONDITIONING

UNITS TO BE REMOVED AND

REMOUNTED  ON CONC.

PLINTHS AS PER DETAIL 7

DET.

8

EX. FULLBORE OUTLET TO

BE REPLACED WITH SAINT

GOBAIN 180 VERTICAL

ROOF OUTLET WITH

CENTRE BOLT.

EX. RAINWATER

DOWNPIPE.

DERBIGUM SP4 SOAKER

FLANGE TO BE

SANDWICHED BETWEEN.

DERBIGUM SP4

WATERPROOFING

MEMBRANE

EX. CONCRETE ROOF

SLAB

EX. EXPOSED REBAR TO BE

TRIMMED AS PER ENG.

METHOD STATEMENT AND

SURROUNDING SURFACE TO

BE MADE GOOD TO RECEIVE

ONE LAYER OF SP4

WATERPROOFING  MEMBRANE

SEALED TO FALLS AND CROSS

FALLS BY TORCHFUSION AND

FINISHED WITH TWO COATS

BITUMINOUS ALUMINIUM PAINT.

COUNTER FLASHING TO

SPECIALISTS SPECIFICATION

BITUMEN PRIMED SURFACE TO RECEIVE ONE

LAYER OF SP4 WATERPROOFING  MEMBRANE

SEALED TO FALLS AND CROSSFALLS BY

TORCHFUSION AND FINISHED WITH TWO

COATS BITUMINOUS ALUMINIUM PAINT.

BITUMEN PRIMER

APPLIEID TO SUBSTRATE

50mm MINIMUM SCREED

SUBSTRATE TO BE LAID @

1:80 FALLS TO DRAINAGE

OUTLET. WHERE

APPLICABLE.

EX. CONC. SLAB

Ex. PARAPET WALL

EX. COPING.

EX. WATERPROOFING MEMBRANE TO BE

REMOVED AND REPLACED WITH

DERBIGUM SP4 WATERPROOFING

MEMBRANE TO BE APPLIED WITH

75mm SIDE LAPS AND 100mm END

LAPS TO COVER EX. EX. COPING STONE

COUNTER FLASHING TO

SPECIALISTS DETAILS

BITUMEN PRIMED SURFACE TO

RECEIVE ONE LAYER OF SP4

WATERPROOFING  MEMBRANE

SEALED TO FALLS AND CROSS

FALLS BY TORCHFUSION AND

FINISHED WITH TWO COATS

BITUMINOUS ALUMINIUM PAINT

50mm MINIMUM SCREED

SUBSTRATE TO BE LAID

@ 1:80 FALLS.

EX. CONC. SLAB

Ex. PARAPET WALL

Ex. COPING.

EX. WATERPROOFING MEMBRANE

TO BE REMOVED AND REPLACED

WITH DERBIGUM SP4

WATERPROOFING MEMBRANE TO

BE APPLIED WITH 75mm SIDE

LAPS AND 100mm END LAPS TO

COVER EX. EX. COPING STONE

100MM END LAPS SEALED TO

PRIMED SURFACE BY 'TORCH-

FUSION', FINISHED WITH TWO

COATS BITUMINOUS ALUMINUM

PAINT.

EX. CAST IRON

RAINWATER HEAD.

WATERPROOFING TO BE

DRESSED INTO DRAINAGE

OUTLET TO ENSURE A

WATER TIGHT SEAL.

EX. CAST IRON RWDP

COUNTER FLASHING TO

SPECIALISTS SPECIFICATION

BITUMEN PRIMED SURFACE TO RECEIVE

ONE LAYER OF SP4 WATERPROOFING

MEMBRANE SEALED TO FALLS AND

CROSS FALLS BY TORCHFUSION AND

FINISHED WITH TWO COATS BITUMINOUS

ALUMINIUM PAINT.

BITUMEN PRIMER

APPLIEID TO SUBSTRATE

50mm MINIMUM SCREED

SUBSTRATE TO BE LAID @

1:80 FALLS TO DRAINAGE

OUTLET. WHERE

APPLICABLE.

EX. CONC. SLAB

Ex. PARAPET WALL

EX. COPING.

EX. WATERPROOFING MEMBRANE TO

BE REMOVED AND REPLACED WITH

DERBIGUM SP4 WATERPROOFING

MEMBRANE TO BE APPLIED WITH

75mm SIDE LAPS AND 100mm END

LAPS TO COVER EX. EX. COPING

STONE

WATERPROOFING OVER EX.

ROOF STRUCTURE TO BE

REMOVED AND REPLACED

BY SP4 WATERPROOFING

MEMBRANE

EX. CLERESTORY WINDOWS

BOARDED UP AND

WATERPROOFED OVER TO

BE REMOVED AND REPLACED

BEFORE APPLICATION OF

NEW SP4 WATERPROOFING

MEMBRANE TO BE APPLIED

AS PER MANUFACTURERS

SPECIFICATION.

WATERPROOFING ON EX. BOX

GUTTER TO BE REMOVED AND

REPLACED WITH NEW SP4

WATERPROOFING MEMBRANE

BITUMEN PRIMED SURFACE TO

RECEIVE ONE LAYER OF SP4

WATERPROOFING  MEMBRANE

SEALED TO FALLS AND CROSS

FALLS BY TORCHFUSION AND

FINISHED WITH TWO COATS

BITUMINOUS ALUMINIUM PAINT.

EXISTING AIR VENTS

EX. BALUSTRADE AND FIXING

TO BE REMOVED AND

SURFACE MADE GOOD.

BITUMEN PRIMED SURFACE TO

RECEIVE ONE LAYER OF SP4

WATER-PROOFING MEMBRANE

SEALED TO FALLS AND

CROSSFALLS BY

TORCHFUSION AND FINISHED

WITH TWO COATS

BITUMINOUS ALUMINIUM PAINT

EX. SLAB

EX. COPING

EX. PARAPET WALL

EX. AIR CON.

CONDENSER UNIT

FIXED TO MOUNTING.

MOUNTING FIXED TO

WATERPROOFED

SUBSTRATE. SP4

MEMBRANE TO BE

APPLIED OVER.

SP4 WATERPROOFING

MEMBRANE APPLIED

TO PRIMED

SUBSTRATE TO

SPECIALIST DETAIL
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EX. VP TO BE INSPECTED

EX. WATERPROOFING

TO BE REPLACED WITH

DERBIGUM SP4

WATERPROOFING

MEMBRANE.

EX. WATERPROOFING

MEMBRANE TO BE REMOVED

AND REPLACED WITH

DERBIGUM SP4 WATER-

PROOFING MEMBRANE TO BE

APPLIED WITH 75mm SIDE

LAPS AND 100mm END LAPS

TO COVER EX. VENT PIPE.

Ex. PARAPET WALL

Ex. COPING.

EX. WATERPROOFING

MEMBRANE TO BE

REMOVED AND

REPLACED WITH

DERBIGUM SP4

WATERPROOFING

MEMBRANE TO BE

APPLIED WITH 75mm

SIDE LAPS AND 100mm

END LAPS TO COVER

EX. EX. COPING STONE

EX. SLAB

WATERPROOFING NOTES

SUBSTRATE

ENSURE SUBSTRATE FALLS @ 1:80 GRADIENT TO

OUTLETS.

ENSURE ALL INTERNAL CORNERS ARE FILLETED

AND EXTERNAL CORNERS ROUNDED.

SUBSTRATE TO BE SAND & CEMENT SCREED.

SURFACE TO BE FIRM AND EVENLY LAID,

SMOOTHENED TO FALLS.

TO ENSURE UNIFORM SEAL ENSURE SURFACE IS

DRY, CLEAN AND FREE OF ALL  CRACKS, SHARP

EDGES, DEFECENCIES, VOIDS OR PROTRUSIONS.

REMOVALS, DEMOLITIONS

ALL EXISTING WATERPROOFING LAYERS TO BE

REMOVED.

EXISITING BALUSTRADES TO BE REMOVED.

EXPOSED REBAR TO BE REMOVED.

ALL SURFACE MOUNTED PROTRUSIONS TO BE

REMOVED.

OUTLETS

WATERPROOFING TO BE DRESSED INTO DRAINAGE

OUTLETS SO AS TO ENSURE A WATER TIGHT SEAL.

FLANGE TO BE KEPT BELOW SCREED LEVEL TO

PREVENT PONDING AROUND FULLBORE OUTLET.

PRIMING

ALL SURFACES TO RECEIVE BITUMEN PRIMER TO

SPECIALIST DETAIL. CONTRACTOR TO ENSURE PRIMER

RECEIVES NO DAMAGES TO SURFACE.

PRIMED SURFACES TO BE CLEANED PRIOR TO

WATERPROOFING APPLICATION.

APPLICATION

ONE LAYER DERBIGUM SP4 WATERPROOFING

MEMBRANE, WITH 75MM SIDE LAPS AND 100MM END

LAPS, SEALED TO PRIMED SURFACE TO FALLS AND

CROSSFALLS BY 'TORCH-FUSION' FINISHED WITH TWO

COATS BITUMINOUS ALUMINUM PAINT. WATERPROOFING

TO BE INSTALLED BY AN APPROVED DERBIGUM

CONTRACTOR UNDER A TEN YEAR GUARANTEE.

FLOOD TEST

ROOFSLAB TO UNDERGO A 48-74 HOUR FLOOD TEST

TO CERTIFICATION BY SPECIALIST PRIOR TO

COMPLETION OF WORKS.

RAINWATERGOODS

EX. RAINWATER HEAD HOPPER & DOWNPIPES TO

BE INSPECTED. IF REQUIRED TO BE REPLACED TO

MATCH ALUMINIUM.

FULLBORE OUTLETS

EX. FULLBORE'S TO BE REPLACED WITH NEW SAINT

GOBAIN 180 VERTICAL ROOF OUTLET WITH CENTRE

BOLT.

ROOF PLAN
SCALE 1 : 200

DETAIL 1 - TYPICAL PARAPET WALL TYPE 1

SCALE 1 : 10

DETAIL 5 - TYPICAL FULLBORE OUTLET
SCALE 1 : 5

00

WATERPROOFING LAYOUT

DETAIL 2 - TYPICAL PARAPET WALL THROUGH DRAINAGE OUTLET DETAIL 3 - TYPICAL PARAPET WALL TYPE 2

SCALE 1 : 10 SCALE 1 : 10

DETAIL 4 - SECTION THROUGH CLERESTORY WINDOWS
SCALE 1 : 20

DETAIL 6 - SECTION THROUGH EX. BALLUSTRADE
SCALE 1 : 10

DETAIL 7 - TYPICAL MOUNTING DETAIL
SCALE 1 : 10

LEGEND

EX. AC UNITS DETAIL 8 - TYPICAL VENT PIPE DETAIL
SCALE 1 : 10
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