
POWERPOLE

Dedicated Power
180° red plug.

Min Spec - Telkom

Typical Spec - Telkom

Consultant / M.R. Point

PowerBox with Flyleads

Printer/Fax Voip/MFD

Cashiers Spec - VOIP

DATA - SARS

UPS POWER
45° blue Plug

TELKOM VOICE POINT

Fax Station - Telkom

SARS END USER
ELECTRICAL  &  I.T.  INSTALLATION LEGEND

REQ.

1-W

NOTES

curved line indicates proposed route /
linking of power sets from Power
set to wall / trunking or interlink.

- 4x4 / 4x8 / 4x12 boxes: A maximum of 5 stand alone plugs to be connected to a
dedicated 20Amp circuit breaker via 2.5mm core.
- Power Sets: A maximum of 5 daisy chained power sets to 1 plug to be connected
to a dedicated 20Amp circuit breaker via 2.5mm core.

SCHUKO 2 Pin

White plug

Min Spec - VOIP

Typical Spec - VOIP

KEY

2 off 4x8 Box in drywall

INSTALLED INDESCRIPTION

1-P

2-W

Min Spec - Telkom 2 Trunk Power Skirting

Min Spec - VOIP2-P

3-W

3-P Typical Spec - Telkom

SPECIFICATION DOC(s)

Typical Spec - VOIP

Cashiers Spec - VOIP

4-W

4-P

5-W

5-P

6-W

6-P Printer/Fax Voip/MFD

4x4 & 4x8 Box in drywall

2 Trunk Power Skirting

2 off 4x8 Box in dry-wall

2 Trunk Power Skirting

4x12 Box in dry-walling

2 Trunk Power Skirting

2 off 4x8 Box in dry-wall

2 Trunk Power Skirting

4x12 Box in dry-walling

2 Trunk Power Skirting

4x8 Box in drywall for ELEC.

1 Plug in Power Skirting.
Consultant / M.R. Point

7-W

7-P

Fax Station - Telkom

8-W

8-P

4x8 Box in dry-walling

2 Trunk Power Skirting

10-W

10-P

11-A

11-B

10-L
1xR/1xW/1xB in Power Skirting
1x Data in Powerskirting

10-P

ELEC-MULTIGANG-H-2

ELEC-MULTIGANG-H-3

ELEC-MULTIGANG-H-2

ELEC-MULTIGANG-H-2

ELEC-MULTIGANG-H-2

ELEC-DATA-VOICE DRAWING LEGEND:

ELEC-PS-01

ELEC-PS-01

ELEC-PS-01

ELEC-PS-01

ELEC-PS-01

ELEC-PS-01

ELEC-PS-01

ELEC-PS-01

ELEC-PS-01

AGENT STANDARD

AGENT & PRINTER

12-W

12-P

12-L

ELEC-MULTIGANG-H-2

ELEC-PS-01

Min Spec - VOIP2-C 4x8 Box in Ceiling ELEC-MULTIGANG-H-2

Consultant / M.R. Point 4x4 Box in Ceiling7-C

ELEC-MULTIGANG-H-2

ELEC-MULTIGANG-H-3

2xR/1xW/1xB in Power Skirting
2x Data in Powerskirting

ELEC-PS-01

2 Trunk Power SkirtingTL's / Back Office (Add.)13-P ELEC-PS-01

DATA - Patch 6 Forensic

2 Trunk Power Skirting
Forensic Lab14-W All points directly on UPS

ELEC-PB-01

ELEC-PB-01

ELEC-PB-01

PowerBox with Flyleads

PowerBox with Flyleads

Revision 8 (Revised
on 28/05/2013)

above workstation top blue cover plates indicating ups

NOTE TO PROJECT MANAGERS:
- No Generator power is indicated on the electrical drawing.
- Please co-ordinate generator power requirements with Business
  and the Electrical Engineer on your project.

1x Data in 100x100 Clipsal
Branch Office Tel Counter15-W Top of Clipsal Box 853mm AFFL and 

Box. C/L of SF-14 shop fitted telephone booth.

EURO 2 PIN
Earthed

ELEC-PB-01

2 off 4x8 Box in drywall for ELEC
& DATA.

N/A. Interconnecting Flylead Sets.
4x8 Box in drywall for DATA.

Power Skirting Plugs.
4x4 Box in drywall for DATA.

and DATA.

1 Data in Power Skirting.

Thermal Overload

ELEC-PB-02

ELEC-PB-03

ELEC-MULTIGANG-H-2

ELEC-MULTIGANG-H-2

PowerBox with Flyleads9-W

9-P

4x12 Box in drywall for Elec/Data.

9-L

ELEC-MULTIGANG-H-3

ELEC-PS-01

ELEC-PB-02

ELEC-PB-02

ELEC-PB-02

PowerBox with Flyleads

PowerBox with Flyleads

Power Skirting Plugs.

PowerBox with Flyleads
ELEC-PB-03

ELEC-PB-03

ELEC-PB-03

PowerBox with Flyleads

PowerBox with Flyleads

D4 Power Set with Flylead Set.

D4 Power Set with Flylead Set.

Data Point in Wall/Skirting.
D4 Power Set with Interconnect.

ELEC-PB-02

ELEC-PS-01 / ELEC-PS-01
ELEC-PB-02

ELEC-PB-02

ELEC-MULTIGANG-H-3

ELEC-PS-01
ELEC-PB-01

ELEC-PS-01 / ELEC-PS-01
ELEC-PB-01

ELEC-PB-01
4x12 Box in drywall for Elec/Data.

Power Skirting Plugs.
D4 Power Set with Flylead Set.

D4 Power Set with Flylead Set.

Data Point in Wall/Skirting.
D4 Power Set with Interconnect.

ELEC-PB-03

ELEC-PB-03

ELEC-PB-03

16-W TELKOM Voice Point
In Powerskirting or 4x4 Box
depending on site.

ELECTRICAL WIRING REQUIREMENTS:
- Contractors are to note that SARS End User requirements  STRICTLY include ALL ELECTRICAL WIRING from (i.e. PLUG) back to DB
Board, and where necessary, additional CIRCUIT BREAKERS on DB BOARD are to be INCLUDED in contractors priced quote or bills
(mandatory).
- All electrical wiring is to strictly follow proper routing to DB board via power skirting, cable trays, etc. Contractor is to ensure priced quote or
priced bills includes this cost.
- All Plugs/Lights/Geysers/etc are to be marked with identification stickers with matching identification on DB Boards.
- All wiring to strictly abide by ECA (SA) and SAIEE rules and SANS by-laws, including any additional by-laws stipulated by Local Authorities
or electrical design engineers.
- All electrical work must be accompanied with a supporting and valid COC signed by both the responsible party and company with VALID
membership numbers.

POWERSKIRTING
(SARS ELEC-PS-01)
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ORTIA ARRIVALS


