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RWDP

EX.
RWDP

EX.
RWDP

EX.
RWDP

EXISTING MEMBRANE TO BE
REMOVED. SUBSTRATE TO BE
MADE GOOD. ENSURE A 1:80
FALL IS ACHIEVED TO ALL
OUTLETS. WATERPROOFING
TO BE APPLIED TO SPECIALIST
DETAIL.

EXISTING ROOF

SLAB 1

EXISTING MEMBRANE TO BE
REMOVED. SUBSTRATE TO BE
MADE GOOD. ENSURE A 1:80
FALL IS ACHIEVED TO ALL
OUTLETS. WATERPROOFING
TO BE APPLIED TO SPECIALIST
DETAIL.

EX. ROOF SLAB 2

EXISTING MEMBRANE TO BE
REMOVED. SUBSTRATE TO BE
MADE GOOD. ENSURE A 1:80
FALL IS ACHIEVED TO ALL
OUTLETS. WATERPROOFING TO
BE APPLIED TO SPECIALIST
DETAIL.

EX. ROOF SLAB 3

EXISTING MEMBRANE TO BE
REMOVED. SUBSTRATE TO BE
MADE GOOD. ENSURE A 1:80
FALL IS ACHIEVED TO ALL
OUTLETS. WATERPROOFING TO
BE APPLIED TO SPECIALIST
DETAIL.
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SPECIALIST DETAIL.

EXISTING PARAPET WALL.
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REMOVED AND REPLACED TO
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ROOF:
REFURBISH AND PAINT
ALL EXISTING METAL
ROOF SHEETING

GUTTERS:
INSTALL NEW GUTTERS
TO ALL EXISTING ROOF
SHEETING

ALL FLASHINGS TO BE
INSPECTED AND
REPLACED IF
NECESSARY
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EX. METAL ROOF

EX. METAL ROOF

EX. METAL ROOF
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METAL

ROOF

TO
FALLS

TO
FALLS

TO
FALLS

TO
FALLS

TO
FALLS

TO
FALLS

TO
FALLS

TO
FALLS

TO
FALLS

TO
FALLS

TO
FALLS

NEW FLASHING TO PARAPET TO
DRESS OVER COPING AS PER
SPECIALIST RECCOMENDATION.
(COLOUR TO MATCH EXISTING
COPING)

ROOF
ACCESS
DOOR

ALL CONDUITS/CABLING TO BE
RELOCATED TO
ACCOMMODATE WORK. TO BE
MADE GOOD ON COMPLETION
OF WORK.

N

COUNTER FLASHING TO
SPECIALISTS SPECIFICATION.

EX. MEMBRANE TO BE REMOVED.
BITUMEN PRIMED SURFACE TO

RECEIVE ONE LAYER DUAL
REINFORCED TORCH-ON

WATERPROOFING MEMBRANE
SEALED TO FALLS AND CROSSFALLS

BY TORCHFUSION AND FINISHED
WITH TWO COATS BITUMINOUS

ALUMINIUM PAINT.

BITUMEN PRIMER
APPLIEID TO SUBSTRATE

ENSURE SUBSTRATE
FALLS @ 1:80 TO

DRAINAGE OUTLET.
50mm MINIMUM SCREED
SUBSTRATE TO BE LAID

WHERE APPLICABLE.

EX. CONC.
SLAB

Ex. PARAPET
WALL

EXISTING
COPING

NEW FLASHING TO PARAPET
TO DRESS OVER COPING AS

PER SPECIALIST
RECCOMENDATION.
(COLOUR TO MATCH

EX.COPING)

NEW COUNTER FLASHING TO
SPECIALISTS SPECIFICATION

EX. MEMBRANE TO BE REMOVED.
BITUMEN PRIMED SURFACE TO RECEIVE
ONE LAYER DUAL REINFORCED TORCH-
ON WATERPROOFING MEMBRANE
SEALED TO FALLS AND CROSSFALLS BY
TORCHFUSION AND FINISHED WITH TWO
COATS BITUMINOUS ALUMINIUM PAINT.

BITUMEN PRIMER
APPLIEID TO
SUBSTRATE

ENSURE SUBSTRATE FALLS @
1:80 TO DRAINAGE OUTLET.
50mm MINIMUM SCREED
SUBSTRATE TO BE LAID
WHERE APPLICABLE.

EX. CONC.
SLAB

EX. PARAPET
WALL

EXISTINIG
COPING

NEW FLASHING TO
PARAPET TO DRESS
OVER COPING AS PER
SPECIALIST
RECCOMENDATION.
(COLOUR TO MATCH
EXISTING COPING)

COUNTER FLASHING TO
SPECIALISTS SPECIFICATION.

EX. MEMBRANE TO BE REMOVED.
BITUMEN PRIMED SURFACE TO

RECEIVE ONE LAYER DUAL
REINFORCED TORCH-ON

WATERPROOFING MEMBRANE
SEALED TO FALLS AND CROSS
FALLS BY TORCHFUSION AND

FINISHED WITH TWO COATS
BITUMINOUS ALUMINIUM PAINT

ENSURE SUBSTRATE FALLS @
1:80 TO DRAINAGE OUTLET.

50mm MINIMUM SCREED
SUBSTRATE TO BE LAID WHERE

APPLICABLE.

EX. CONC.
SLAB

EX. PARAPET
WALL

EX.
COPING.

NEW FLASHING TO PARAPET TO DRESS
OVER COPING AS PER SPECIALIST

RECCOMENDATION.
(COLOUR TO MATCH EX. COPING)

100MM END LAPS SEALED TO
PRIMED SURFACE BY
'TORCH-
FUSION', FINISHED WITH
TWO COATS BITUMINOUS
ALUMINIUM
PAINT.

WATERPROOFING TO
BE DRESSED INTO
DRAINAGE OUTLET TO
ENSURE A
WATER TIGHT SEAL.

EX. CONC.
SLAB

COUNTER FLASHING
TO SPECIALISTS
SPECIFICATION.

EX. MEMBRANE TO BE REMOVED.
BITUMEN PRIMED SURFACE TO RECEIVE
ONE LAYER DUAL REINFORCED TORCH-
ON WATERPROOFING MEMBRANE
SEALED TO FALLS AND CROSSFALLS
BY TORCHFUSION AND FINISHED WITH
TWO COATS BITUMINOUS ALUMINIUM
PAINT.

BITUMEN PRIMER
APPLIEID TO
SUBSTRATE

ENSURE SUBSTRATE FALLS
@ 1:80 TO DRAINAGE
OUTLET.
50mm MINIMUM SCREED
SUBSTRATE TO BE LAID
WHERE APPLICABLE.

Ex. PARAPET
WALL

COUNTER FLASHING TO
SPECIALISTS SPECIFICATION.
EXISTING MEMBRANE TO BE REMOVED

EX. MEMBRANE TO BE REMOVED.
BITUMEN PRIMED SURFACE TO
RECEIVE ONE LAYER DUAL
REINFORCED TORCH-ON
WATERPROOFING MEMBRANE
SEALED TO FALLS AND CROSS
FALLS BY TORCHFUSION AND
FINISHED WITH TWO COATS
BITUMINOUS ALUMINIUM PAINT

ENSURE SUBSTRATE FALLS
@ 1:80 TO DRAINAGE OUTLET.
50mm MINIMUM SCREED
SUBSTRATE TO BE LAID
WHERE APPLICABLE.

EX. CONC.
SLAB

Ex. PARAPET
WALL

Ex.
COPING.

NEW FLASHING TO PARAPET TO
DRESS OVER COPING AS PER
SPECIALIST
RECCOMENDATION.
(COLOUR TO MATCH)

100MM END LAPS SEALED TO
PRIMED SURFACE BY 'TORCH-
FUSION', FINISHED WITH TWO
COATS BITUMINOUS
ALUMINUM
PAINT.

EX. CAST IRON
RAINWATER HEAD TO
REMAIN, TO BE
CLEANED AND
REFURBISHED IF
NECESSARY

WATERPROOFING TO BE
DRESSED INTO
DRAINAGE
OUTLET TO ENSURE A
WATER TIGHT SEAL.

EX. CAST IRON RWDP TO
REMAIN. REFURBISH IF
NECESSARY

COUNTER FLASHING TO
SPECIALISTS SPECIFICATION.
EXISTING MEMBRANE TO BE
REMOVED

EX. MEMBRANE TO BE REMOVED.
BITUMEN PRIMED SURFACE TO
RECEIVE ONE LAYER DUAL
REINFORCED TORCH-ON
WATERPROOFING MEMBRANE SEALED
TO FALLS AND CROSSFALLS BY
TORCHFUSION AND FINISHED WITH TWO
COATS BITUMINOUS ALUMINIUM PAINT.

EX. CONC.
GUTTER

EX. PARAPET WALL

EX. METAL ROOF TO BE CLEANED
OF RUST AND REPAINTED  AND
MADE GOOD WHERE APPLICABLE

NEW FLASHING TO
PARAPET TO DRESS
OVER COPING AS PER
SPECIALIST
RECCOMENDATION.
(COLOUR TO MATCH)

EX.COPING

EX. MEMBRANE TO BE REMOVED.
BITUMEN PRIMED SURFACE TO RECEIVE
ONE LAYER DUAL REINFORCED TORCH-
ON WATERPROOFING MEMBRANE
SEALED TO FALLS AND CROSSFALLS BY
TORCHFUSION AND FINISHED WITH TWO
COATS BITUMINOUS ALUMINIUM PAINT.

BITUMEN PRIMER
APPLIEID TO SUBSTRATE

ENSURE SUBSTRATE FALLS
@ 1:80 TO DRAINAGE
OUTLET.
50mm MINIMUM SCREED
SUBSTRATE TO BE LAID
WHERE APPLICABLE.

EX. CONC.
SLAB

EX.
M/STEEL GLASS
DOOR
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THIS DRAWING IS NOT TO BE SCALED.
FIGURED DIMENSIONS TO BE USED AT ALL TIMES.

CONTRACTOR IS RESPONSIBLE FOR CORRECT SETTING OUT OF THE BUILDING. ALL EXTERNAL
AND INTERNAL WALLS WITH PARTICULAR REFERENCE TO BUILDINGLINES, BOUNDARIES, ETC.

CONTRACTOR TO VERIFY ALL LEVELS, HEIGHTS AND DIMENSIONS ON SITE AND TO CHECK SAME
AGAINST THE DRAWING BEFORE PUTTING ANY WORKIN HAND.

ALL CONTRACTORS TO CHECK DETAILS SHOWN ON THIS DRAWINGS FOR COMPLIANCE WITH
STANDARDS OF GOOD BUILDING PRACTICE WITH PARTICULAR REFERENCE TO SPECIAL
REQUIREMENTS NECESSITATED BY LOCAL AND OR ON SITE CONDITIONS AND REPORT ANY
COMMENT TO THE ARCHITECT.

ANY ERROR DISCREPANCIES OR OMMISSIONS TO BE REPORTED TO THE ARCHITECT
IMMEDIATELY.

FINAL DIMENSIONS TO BE TAKEN ON SITE BEFORE ORDERING, SUPPLYING AND FIXING
PROPRIETARY ON DETAILED FITTINGS.

CONTRACTORS ARE TO LOCATE AND IDENTIFY EXISTING SERVICES ON SITE AND TO PROJECT
THESE FROM DAMAGE THROUGHOUT THE DURATION OF THE WORKS.

CONTRACTORS ARE TO BUILD IN D.P.C.'S WHETHER OR NOT THESE ARE SHOWN ON DRAWINGS
TO ALL EXTERNAL WALLS, AT EACH FLOOR AND TO ALL WINDOWS, DOORS OR OTHER OPENINGS
IN EXTERNAL WALLS. CAVITY WALLS TO HAVE STEPPED D.P.C.'S.

CONTRACTOR TO BUILD IN BRICK FORCE EVERY 5TH COURSE IN BRICK WALLS AND EVERY 2ND
COURSE ABOVE WINDOWS, DOORS AND ALL OTHER OPENINGS.

ALL GLAZING IN COMPLIANCE WITH DSS SANS 10400-PART N LATEST EDITION

ANY QUERIES ARISING FROM ALL THE ABOVE MUST BE REPORTED TO THE ARCHITECT FOR
CLARIFICATION BEFORE ANY WORK IS PUT ON HAND.

QUALITY OF ALL MATERIALS AND WORKMANSHIP TO COMPLY WITH THE RELEVANT S.A.B.S. AND
B.S.S. SPECIFICATIONS.

COPYRIGHT AND RIGHT OF REPRODUCTION OF THIS DRAWING IS RESERVED BY THE ARCHITECT.

GENERAL NOTES:

NOTES:

DRAINAGE NOTES:

ALL PLUMBING AND DRAINAGE WORK AND INSTALLATION WORK SANITARY FITTINGS TO COMPLY
WITH THE RELEVANT LOCAL AUTHORITY BY-LAWS, REGULATIONS AND REQUIREMENTS.

ALL DRAIN PIPES: MINIMUM FALL 1:60, MAXIMUM FALL 1:10.

ALL WASTE PIPES AND SOIL PIPES TO BE FULLY ACCESIBLE ALONG ENTIRE LENGTH OF THE PIPE.

I.E. TO BE PROVIDED AT EVERY BEND, JUNCTION AND CHANGE IN DIRECTION AND EVERY 24
METERS WITH MARKED COVERS AT GROUND LEVEL.

ALL WASTE PIPE FITTINGS TO HAVE APPROVED RESEAL TRAPS.

VENT PIPE OUTLET TO BE MIN. 2m ABOVE ANY OPENING.

ALL BATH ENCLOSURES TO HAVE ACCESS PANELS.

GULLEYS TO BE TRAPPED AND WITH SUITABLE GULLY GRATING AND TO BE 150 mm ABOVE
SURROUNDING LEVELS.

ALL DRAINS UNDER BUILDINGS OR FOOTINGS TO BE ENCASED IN 150mm CONCRETE ALL ROUND
THE PIPE.

WASTE PIPES IN FLOORS TO BE SLEEVED AND BE FITTED WITH EASILY ACCESIBLE C.E. ABOVE
FLOOR LEVEL AND EACH END OF SLEEVE.

NO DRAIN BENDS OR JUNCTIONS IN OR UNDER FLOOR SLAB.

KEEP ALL DRAINS 900mm FROM CONCRETE FOUNDATIONS.

ALL STRUCTURAL CONCRETE WORK TO ENGINEER'S

DESIGN AND SPECIFICATION

As indicated
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SCALE  1 : 200

ROOF PLAN
01

SCALE  1 : 10

DETAIL 2 - TYPICAL PARAPET WALL TYPE 2
2

SCALE  1 : 10

DETAIL 1 - TYPICAL PARAPET WALL TYPE 1
1

SCALE  1 : 10

DETAIL 3 - TYPICAL PARAPET WALL WITH DRAINAGE OUTLET
3

SCALE  1 : 10

DETAIL 5 - TYPICAL PARAPET WALL WITH IRON DRAINAGE OUTLET
5

SCALE  1 : 10

DETAIL 6 - TYPICAL PAPAPET WALL, GUTTER AND PITCHED ROOF
6

SCALE  1 : 10

DETAIL 4 - TYPICAL SECTION THROUGH DOOR THRESHOLD
4

WATERPROOFING NOTES

SUBSTRATE

ENSURE SUBSTRATE FALLS @ 1:80 GRADIENT TO OUTLETS.

ENSURE ALL INTERNAL CORNERS ARE FILLETED AND EXTERNAL
CORNERS ROUNDED.

SUBSTRATE TO BE SAND & CEMENT SCREED. SURFACE TO BE FIRM
AND EVENLY LAID, SMOOTHENED TO FALLS.

TO ENSURE UNIFORM SEAL ENSURE SURFACE IS DRY, CLEAN AND
FREE OF ALL  CRACKS, SHARP EDGES, DEFECENCIES, VOIDS OR
PROTRUSIONS.

WHERE LIFTING, CRACKING OF SHRINKAGE HAS OCCURRED
IT SHOULD BE COMPLETELY REMOVED AND REPLACED WITH
CONTINUOUS WATERPROOFING MEMBRANE AND APPROVED
ACRYLIC SEALANT.

REMOVALS, DEMOLITIONS

ALL EXISTING WATERPROOFING LAYERS TO ROOF TO BE
REMOVED.

WATERPROOFING IN ATRIUM AREAS TO REMAIN. ONLY AREAS
WHICH ARE INSUFFICIENT TO BE REMOVED.

OUTLETS

WATERPROOFING TO BE DRESSED INTO DRAINAGE OUTLETS SO
AS TO ENSURE A WATER TIGHT SEAL.

FLANGE TO BE KEPT BELOW SCREED LEVEL TO PREVENT PONDING
AROUND FULLBORE OUTLET.

PRIMING

ALL SURFACES WHERE NEW WATERPROOFING IS TO BE INSTALLED
TO RECEIVE BITUMEN PRIMER TO SPECIALIST DETAIL. CONTRACTOR
TO ENSURE PRIMER RECEIVES NO DAMAGES TO SURFACE.

PRIMED SURFACES TO BE CLEANED PRIOR TO WATERPROOFING
APPLICATION.

APPLICATION

ONE LAYER DUAL REINFORCED TORCH-ON WATERPROOFING
MEMBRANE, (WITH A DISPERSION INDEX OF NO LESS THAN "C"),
WITH 75MM SIDE LAPS AND 100MM END LAPS, SEALED TO PRIMED
SURFACE TO FALLS AND CROSSFALLS BY 'TORCH-FUSION'
FINISHED WITH TWO COATS OF BITUMINOUS ALUMINUM PAINT.
WATERPROOFING TO BE INSTALLED BY MANUFACTURER
APPROVED CONTRACTOR WITH A TEN YEAR INSURANCE BACKED
WARRANTY.
IMPORTANT: ALL WATERPROOFING WARRANTIES ARE TO BE

JOINTLY HELD BETWEEN MANUFACTURER AND WATERPROOFING

SUB-CONTRACTOR.

FLOOD TEST

ROOFSLAB TO UNDERGO A 48-74 HOUR FLOOD TEST TO
CERTIFICATION BY SPECIALIST PRIOR TO COMPLETION OF WORKS.

RAINWATERGOODS

EX. RAINWATER HEAD HOPPER & DOWNPIPES TO
BE INSPECTED AND REFURBISHED. IF REQUIRED TO BE REPLACED,
APPROVAL FROM CLIENT/HERITAGE TO BE OBTAINED AND TO
MATCH.

FULLBORE OUTLETS

EX. FULLBORE'S TO BE REPLACED WITH NEW 180 VERTICAL ROOF
OUTLET WITH CENTRE BOLT.

ALL DIMENSIONS FOR INFORMATION ONLY

GALVANISED IRON ROOFING NOTES

THE ATTACHED SPECIFICATIONS ARE VALID FOR A SIX
MONTH PERIOD FROM DATE OF ISSUE. SHOULD THE PROJECT
NOT
COMMENCE DURING THIS PERIOD IT MAY BE NECESSARY TO
RE-ASSESS THE PROJECT AS FURTHER COATING
DETERIORATION MAY HAVE OCCURED AND PRODUCT
UPGRADES MAY BE NECESSARY.

THE CONTRACTOR MUST ENSURE COMPLETE DRYING IN THE
DEPTH OF SUBSTRATE, BEFORE THE APPLICATION OF ANY
SYSTEM. MOISTURE CONTENT SHOULD NOT EXCEED 12%.

PRIOR TO PAINTING, ESTABLISH AND REPAIR ALL CAUSES OF
MOISTURE IN THE STRUCTURE SUCH AS RISING/LATERAL
DAMPNESS; WATER INGRESS FROM BALCONIES ETC.
ALL TO BE DONE IN STRICT ACCORDANCE WITH APPROVED
DAMP PROOF METHODS.

ALL TREATMENT OF DAMPNESS IS EXCLUDED FROM THE TCA

SCOPE OF WORK. TCA DO NOT RECOMMEND RE-PAINTING

BEFORE ALL CAUSES OF MOISTURE INGRESS HAVE BEEN

ESTABLISHED AND CURED BY A REPUTABLE DAMP

PROOFING SPECIALIST.

ALL PRODUCTS MUST BE APPLIED IN STRICT ACCORDANCE
WITH THE MANUFACTURER SPECIFICATION AND PRODUCT
TECHNICAL DATA SHEET OF THE APPROVED
MANUFACTURER.

IT IS RECOMMENDED THAT IMPORTED LIGHT FAST
COLOURANTS/
PIGMENTS BE USED FOR EXTERIOR APPLICATION. THESE
COLOURS WILL CHANGE UNIFORMLY AND A DIFFERENCE IN
THE
FINISHING COLOUR WILL BE NOTED AFTER +- 1 YEAR.

THE SPREADING RATE PER SQUARE METRE PER LITRE IS
APPOXIMATE ONLY AS IT MAY BE INFLUENCED BY THE
PROFILE,
TEXTURED OR POROUS SURFACES, AND APPLICATION
METHOD
AND TOOLS.

FOR SURFACES EXHIBITING EXCESSIVE CHALKINESS, A FULL
COAT OF PRIMER IS NECESSARY TO AID ADHESION.

DISCLAIMER

THIS TECHNICAL SPECIFICATION IS MERELY A GUIDE TO THE
USER BASED ON INFORMATION GIVEN TO TCA.
SHOULD, DURING THE COURSE OF THE PAINTWORK,
CIRCUMSTANCES ARISE IN SPECIFIC AREAS WHICH REQUIRE
A CHANGE IN THE PAINT SPECIFICATION, TCA WILL THEN
PROVIDE THE AMENDED SPECIFICATIONS.

WE WISH TO STATE THAT WE HAVE TAKEN COGNISANCE OF
THE FINDINGS OF ALL REPORTS AND THE LIMITED VIEW WE
OBTAINED FROM THE SITE VISIT AS WELL AS ALL
CIRCUMSTANCES, BUT WE EXCLUDE ALL POSSIBLE
STRUCTURAL & SUBSTRATE DEFECTS.

SURFACE PREPARATION

UNSOUND, LOOSE SHEETS, FITTINGS, STRIPS AND FLASHING:
REPAIR OR REPLACE. OVERLAPS AND LOOSE SHEETING
WHICH ARE STANDING PROUD MUST NE REFITTED AND
PERISHED WASHERS REPLACED.

CORROSION
REMOVE ALL CORROSION PRODUCTS (LOOSE RUST AND
SCALE) BY MEANS OF WIRE BRUSHING, SANDING, CHIPPING,
OR MECHANICAL SCOURING - DOWN TO THE BRIGHT METAL
AND A CLEANLINESS STANDARD OF ST2.
SHEETS WITH SEVERE PITTED RUST MUST BE REPLACED.

RUSTED BOLTS

A RUST CONVERTOR MAY BE USED ON RUSTED BOLTS AND
SCREWS AND SMALL AREAS WITH EXTENSIVE RED RUST
(NOT PITTED RUST). APPLY WITH A STIFF BRUSH, SCRUBBING
IT WELL INTO THE SURFACE. USE UNTHINNED, OR THIN
WITH WATER - IT MUST BE LIQUID TO PENETRATE THE RUST.
INSPECT AFTER 2 HOURS AND MAKE A FURTHER
APPLICATION TO ANY SPOTS STILL SHOWING UNCONVERTED
RED RUST. ALLOW APPROXIMATELY 15 HOURS FOR
REACTION BEFORE TOP COATING. BRUSH OFF ANY LOOSE
POWDERY DEPOSIT.

ALL SILICONE MUST BE REMOVED FROM THE ROOFS AND
REPLACED WITH PURE ACRYLIC MASTIC THAT CAN BE
PAINTED

CLEAN OFF DUST AND DEBRIS AS WELL AS LOOSE PAINT
WITH HIGH PRESSURE WATER BLAST. THIS CLEANING
METHOD WILL ALSO REVEAL ANY AREAS WHERE THE PAINT
ADHESION IS SUSPECT.

CRACKED, PEELING PAINT
REMOVE DOWN TO SOUND SUBSTRATE, USING A SHARP
PAINT SCRAPER AND FIRM HAND PRESSURE. IT IS NOT
NECESSARY TO REMOVE WELL-BONDED LAYERS OF PAINT.
SAND THE EDGES TO OBTAIN A SMOOTH PROFILE.

NEW METAL AREAS MUST BE CLEANED AS FOLLOWS
BRISTLE SCRUB THE SURFACE WITH GALVANISED IRON
CLEANER
THINNED 20% WITH WATER. BEFORE THE CLEANER DRIES,
REMOVE WITH CLEAN RUNNING WATER, PREFERABLY UNDER
PRESSURE, AT THE SAME TIME RINSING OFF ALL POWDERY
MATERIAL, LOOSE PAINT, AND RESIDUE. TO ENSURE THAT
THE
SURFACE IS THOROUGHLY CLEAN, TEST FOR A "WATER-
BREAK"
FREE SURFACE (RUNNING WATER SHOULD NOT FORM
DROPLETS)
THE CLEANING PROCESS WITH GALVANISED IRON CLEANER
SHOULD BE DONE IN SMALL AREAS, AS IT IS VERY DIFFICULT
TO
REMOVE THE CLEANER FROM A SUBSTRATE ONCE IT HAS
DRIED.

APPLICATION
TO NEW AND EXPOSED METAL SURFACES THAT ARE SOUND,
CLEAN, RUST-FREE AND THOROUGHLY DRY, APPLY
COAT 1 - APPROVED PRIMER FOR GALVANISED IRON
(PATCHING)
COAT 2  & 3 FINISH WITH APPROVED PURE ACRYLIC ROOF
COATING TO OBTAIN A CLOSED FILM AND SOLID COLOUR.

GENERAL PRECAUTIONS AND ADDITIONAL INFORMATION
FOR CONSISTENCY USE CONTAINERS FROM THE SAME BATCH
NUMBER. NOTE ANY SPECIAL WARNINGS OR SPECIALIST
APPLICATIONS NEEDED. REFER TO MATERIAL SAFETY DATA
SHEETS. ENSURE GOOD VENTILATION DURING APPLICATION
AND DRYING. DO NOT APPLY DURING COLD, VERY HOT OR
WET WEATHER - SURFACE TEMPERATURES SHOULD BE
BETWEEN 10 - 35 DEGREES C. ADHERE TO PREPARATION AND
APPLICATION INSTRUCTIONS IN THE TECHNICAL DATA
SHEETS.
ALL PRODUCTS SHOULD BE STORED IN A COOL, DRY AND
WELL
VENTILATED SPACE.

NO REVISION DATE
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