NOTE FOR ATRIUM

EXISTING WATERPROOFING MEMBRANE TO REMAIN.

INSTALL NEW COUNTER FLASHINGS TO ALL AREAS IN ACCORDANCE
WITH MANUFACTURERS INSTRUCTIONS. WATERPROOFING AROUND
EXISTING FULLBORE OUTLETS TO BE CUT AWAY AND REMOVED
(AREA OF REMOVAL TO BE AGREED WITH SPECIALIST). NEW
WATERPROOFING TO BE INSTALLED IN ACCORDANCE WITH
MANUFACTURERS INSTRUCTIONS. WATERPROOFING TO DRESS INSIDE
FULLBORE TO SPECIALIST DETAIL. CHECK FOR AREAS WHERE
PONDING OF WATER OCCURS. WATERPROOFING IN THESE AREAS
TO BE REMOVED, ENSURE SUBSTRATE FALLS AT 1:80 FALLS.
REPLACE IF NECESSARY. INSTALL NEW WATERPROOFING TO
SPECIALIST DETAIL.

WATERPROOFING IS TO BE APPLIED ONLY TO AREAS WHERE
INSUFFICIENT
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COUNTER FLASHING TO

SPECIALISTS SPECIFICATION

WHERE REQUIRED BITUMEN PRIMED SURFACE
TO RECEIVE ONE LAYER DUAL REINFORCED
TORCH-ON WATERPROOFING MEMBRANE
SEALED TO FALLS AND CROSSFALLS BY
TORCHFUSION AND FINISHED WITH TWO COATS
BITUMINOUS ALUMINIUM PAINT.

BITUMEN PRIMER APPLIEID TO
SUBSTRATE WHERE NEW WATER
PROOFING IS INSTALLED

ENSURE SUBSTRATE
FALLS @ 1:80 TO
DRAINAGE OUTLET.
50mm MINIMUM SCREED
SUBSTRATE TO BE LAID
WHERE APPLICABLE.

NOTES:

WATERPROOFING NOTES

FALL OF 1:80

PONDING AREA:

CUT AWAY WATERPROOFING IN
AREAS WHERE SUBTRATE DOES
NOT FALL @ 1:80 GRADIENT.
SUBSTRATE TO BE BUILT UP TO A
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EX. CONC.

SLAB

SUBSTRATE

ENSURE SUBSTRATE FALLS @ 1:80 GRADIENT TO OUTLETS.

ENSURE ALL INTERNAL CORNERS ARE FILLETED AND EXTERNAL
CORNERS ROUNDED.

SUBSTRATE TO BE SAND & CEMENT SCREED. SURFACE TO BE
FIRM AND EVENLY LAID, SMOOTHENED TO FALLS.

TO ENSURE UNIFORM SEAL ENSURE SURFACE IS DRY, CLEAN AND
FREE OF ALL CRACKS, SHARP EDGES, DEFECENCIES, VOIDS OR
PROTRUSIONS.

WHERE LIFTING, CRACKING OF SHRINKAGE HAS OCCURRED
IT SHOULD BE COMPLETELY REMOVED AND REPLACED WITH
CONTINUOUS WATERPROOFING MEMBRANE AND APPROVED
ACRYLIC SEALANT.

REMOVALS, DEMOLITIONS

ALL EXISTING WATERPROOFING LAYERS TO ROOF TO BE
REMOVED.

WATERPROOFING IN ATRIUM AREAS TO REMAIN. ONLY AREAS
WHICH ARE INSUFFICIENT TO BE REMOVED.

OUTLETS

WATERPROOFING TO BE DRESSED INTO DRAINAGE OUTLETS SO
AS TO ENSURE A WATER TIGHT SEAL.

FLANGE TO BE KEPT BELOW SCREED LEVEL TO PREVENT
PONDING AROUND FULLBORE OUTLET.

PRIMING

ALL SURFACES WHERE NEW WATERPROOFING IS TO BE
INSTALLED TO RECEIVE BITUMEN PRIMER TO SPECIALIST DETAIL.
CONTRACTOR TO ENSURE PRIMER RECEIVES NO DAMAGES TO
SURFACE.

PRIMED SURFACES TO BE CLEANED PRIOR TO WATERPROOFING
APPLICATION.

APPLICATION

ONE LAYER DUAL REINFORCED TORCH-ON WATERPROOFING
MEMBRANE, (WITH A DISPERSION INDEX OF NO LESS THAN "C"),
WITH 75MM SIDE LAPS AND 100MM END LAPS, SEALED TO PRIMED
SURFACE TO FALLS AND CROSSFALLS BY 'TORCH-FUSION'
FINISHED WITH TWO COATS OF BITUMINOUS ALUMINUM PAINT.
WATERPROOFING TO BE INSTALLED BY MANUFACTURER
APPROVED CONTRACTOR WITH A TEN YEAR INSURANCE BACKED
WARRANTY.

IMPORTANT: ALL WATERPROOFING WARRANTIES ARE TO BE
JOINTLY HELD BETWEEN MANUFACTURER AND WATERPROOFING
SUB-CONTRACTOR.

FLOOD TEST

ROOFSLAB TO UNDERGO A 48-74 HOUR FLOOD TEST TO
CERTIFICATION BY SPECIALIST PRIOR TO COMPLETION OF WORKS.

RAINWATERGOODS

EX. RAINWATER HEAD HOPPER & DOWNPIPES TO

BE INSPECTED AND REFURBISHED. IF REQUIRED TO BE
REPLACED, APPROVAL FROM CLIENT/HERITAGE TO BE OBTAINED
AND TO MATCH.

FULLBORE OUTLETS

EX. FULLBORE'S TO BE REPLACED WITH NEW 180 VERTICAL ROOF
OUTLET WITH CENTRE BOLT.

APPROVED WATERPROOFING
MEMBRANE TO BE APPLIED TO EX.
WINDOW CILL.

PAINT TO MATCH EX. COLOUR

EX.
WINDOW CILL

Ex. WALL

COUNTER FLASHING TO
SPECIALISTS SPECIFICATION

WHERE REQUIRED BITUMEN PRIMED
SURFACE TO RECEIVE ONE LAYER DUAL
REINFORCED TORCH-ON WATERPROOFING
MEMBRANE SEALED TO FALLS AND
CROSSFALLS BY TORCHFUSION AND
FINISHED WITH TWO COATS BITUMINOUS
ALUMINIUM PAINT.

BITUMEN PRIMER

APPLIEID TO SUBSTRATE
MR L L L LT CT LT L LY

DRAINAGE OUTLET.

ALL DIMENSIONS FOR INFORMATION ONLY

50mm MINIMUM SCREED =
SUBSTRATE TO BE LAID
WHERE APPLICABLE.

EX. CONC.
SLAB - =

DETAIL 7 - TYPICAL SECTION THROUGH WINDOW CILL

7
@ SCALE 1:10

CLEAN OUT ALL PIPES

& REPLACE WITH NEW L CUT AND INSTALL NEW

EX. FULLBORE OUTLET TO
BE REPLACED WITH
APPROVED 180 VERTICAL

FULLBORE 7
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ROOF OUTLET WITH
CENTRE BOLT.

ONE LAYER DUAL
REINFORCED TORCH-ON
| WATERPROOFING

MEMBRANE

WATERPROOFING \ (
SOAKER FLANGE TO BE
SANDWICHED BETWEEN.

EX. RAINWATER
DOWNPIPE TO BE
REFURBISHED AND
CLEANED

EX. CONCRETE

ROOF
SLAB

DETAIL 8 - TYPICAL FULLBORE OUTLET
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COPYRIGHT AND RIGHT OF REPRODUCTION OF THIS DRAWING IS RESERVED BY THE ARCHITECT.

GENERAL NOTES:

THIS DRAWING IS NOT TO BE SCALED.
FIGURED DIMENSIONS TO BE USED AT ALL TIMES.

CONTRACTOR IS RESPONSIBLE FOR CORRECT SETTING OUT OF THE BUILDING. ALL EXTERNAL
AND INTERNAL WALLS WITH PARTICULAR REFERENCE TO BUILDINGLINES, BOUNDARIES, ETC.

CONTRACTOR TO VERIFY ALL LEVELS, HEIGHTS AND DIMENSIONS ON SITE AND TO CHECK SAME
AGAINST THE DRAWING BEFORE PUTTING ANY WORKIN HAND.

ALL CONTRACTORS TO CHECK DETAILS SHOWN ON THIS DRAWINGS FOR COMPLIANCE WITH
STANDARDS OF GOOD BUILDING PRACTICE WITH PARTICULAR REFERENCE TO SPECIAL
REQUIREMENTS NECESSITATED BY LOCAL AND OR ON SITE CONDITIONS AND REPORT ANY
COMMENT TO THE ARCHITECT.

ANY ERROR DISCREPANCIES OR OMMISSIONS TO BE REPORTED TO THE ARCHITECT
IMMEDIATELY.

FINAL DIMENSIONS TO BE TAKEN ON SITE BEFORE ORDERING, SUPPLYING AND FIXING
PROPRIETARY ON DETAILED FITTINGS.

CONTRACTORS ARE TO LOCATE AND IDENTIFY EXISTING SERVICES ON SITE AND TO PROJECT
THESE FROM DAMAGE THROUGHOUT THE DURATION OF THE WORKS.

CONTRACTORS ARE TO BUILD IN D.P.C.'S WHETHER OR NOT THESE ARE SHOWN ON DRAWINGS
TO ALL EXTERNAL WALLS, AT EACH FLOOR AND TO ALL WINDOWS, DOORS OR OTHER OPENINGS
IN EXTERNAL WALLS. CAVITY WALLS TO HAVE STEPPED D.P.C.'S.

CONTRACTOR TO BUILD IN BRICK FORCE EVERY 5TH COURSE IN BRICK WALLS AND EVERY 2ND
COURSE ABOVE WINDOWS, DOORS AND ALL OTHER OPENINGS.

ALL GLAZING IN COMPLIANCE WITH DSS SANS 10400-PART N LATEST EDITION

ANY QUERIES ARISING FROM ALL THE ABOVE MUST BE REPORTED TO THE ARCHITECT FOR
CLARIFICATION BEFORE ANY WORK IS PUT ON HAND.

QUALITY OF ALL MATERIALS AND WORKMANSHIP TO COMPLY WITH THE RELEVANT S.A.B.S. AND
B.S.S. SPECIFICATIONS.

DRAINAGE NOTES:

ALL PLUMBING AND DRAINAGE WORK AND INSTALLATION WORK SANITARY FITTINGS TO COMPLY
WITH THE RELEVANT LOCAL AUTHORITY BY-LAWS, REGULATIONS AND REQUIREMENTS.

ALL DRAIN PIPES: MINIMUM FALL 1:60, MAXIMUM FALL 1:10.
ALL WASTE PIPES AND SOIL PIPES TO BE FULLY ACCESIBLE ALONG ENTIRE LENGTH OF THE PIPE.

L.E. TO BE PROVIDED AT EVERY BEND, JUNCTION AND CHANGE IN DIRECTION AND EVERY 24
METERS WITH MARKED COVERS AT GROUND LEVEL.

ALL WASTE PIPE FITTINGS TO HAVE APPROVED RESEAL TRAPS.
VENT PIPE OUTLET TO BE MIN. 2m ABOVE ANY OPENING.
ALL BATH ENCLOSURES TO HAVE ACCESS PANELS.

GULLEYS TO BE TRAPPED AND WITH SUITABLE GULLY GRATING AND TO BE 150 mm ABOVE
SURROUNDING LEVELS.

ALL DRAINS UNDER BUILDINGS OR FOOTINGS TO BE ENCASED IN 150mm CONCRETE ALL ROUND
THE PIPE.

WASTE PIPES IN FLOORS TO BE SLEEVED AND BE FITTED WITH EASILY ACCESIBLE C.E. ABOVE
FLOOR LEVEL AND EACH END OF SLEEVE.

NO DRAIN BENDS OR JUNCTIONS IN OR UNDER FLOOR SLAB.
KEEP ALL DRAINS 900mm FROM CONCRETE FOUNDATIONS.

ALL STRUCTURAL CONCRETE WORK TO ENGINEER'S
DESIGN AND SPECIFICATION
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