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Unless indicated otherwise, all SARS dry-walling is DW-04. Heights
indicated are assumed. Actual heights to be measured and indicated
in BoQ by QS.

SCHEDULE: DRYWALLS AND PARTITIONING:

DRY-WALLING REFERENCE  CODES:

Rhinowall Sound Block STD

As indicated per plan
DW-01

REF. LOCATIONDESCRIPTION

WIDTH

132mm

Rhinowall HiSpec 2 Hour Fire Rated

As indicated per plan
DW-02

162mm

SYSTEM

Rhinowall HiSpec 2 Hour Fire Rated

Server Room
DW-03

163mm

CAD LINES

Rhinowall 90mm Drywall

All General Areas
DW-04

90mm

Rhinowall HiSpec 2 Hour Fire Rated

Patch Room
DW-05

162mm

Rhinowall MR Mould Resistant

Bathroom
DW-07

95mm

Rhinowall Sound Block STD

Forensic Lab
DW-08

91mm

unless otherwise stated

& Steel Reinforced

& Steel Reinforced

3600: FFL to U/S Slab

TYPICAL HEIGHT

3600: FFL to U/S Slab

3600: FFL to U/S Slab

3000: FFL to U/S ceiling

3600: FFL to U/S Slab

3000: FFL to U/S ceiling

3600: FFL to U/S Slab

QS to spec actual.

Each "REF" has a supporting A4 PDF. Contractors to study before pricing any Bills.

Rhinowall Double skin Strengthened

Support Walls as rqrd.
DW-09

120mm

Dry Wall

3000: FFL to U/S ceiling

New Single Brick Wall

As indicated per plan
DW-10

115mm

3000: FFL to U/S ceiling

New Double Brick Wall

As indicated per plan
DW-11

230mm

3000: FFL to U/S ceiling
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Type [D-01]

Description 'D-01'

Frame [D-01] Door [D-01]

Plan View [D-01]

General 2.1

Type [G-01]

Description 'G-01'

Frame [G-01]

Plan View [G-01]

0.8m x 2.1m Glass Light

A1
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Drawing Description

Project

Client

Engineers Sign

Architect Sign

Key Plan

NOTES

REVISIONS

1.

2.

3.

4.

The design on this drawing is copyright and remains property of the

author

All work to be carried out in strict accordance with local authority

requirements, National Building Regulations (SANS 10400)

This drawing may not be scaled. Only figured dimensions and

levels may be used

All relevant details, levels, and dimensions must be checked on site

before commencement of work. Any discrepencies to be reported to

the Architects office immediately

Drawn by:

Checked by:
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SCANNER INSTALLATION

ERF 282 WITKOPPIE
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AutoCAD SHX Text
FRAME: 855mm wide x 2066mm high Aluminium door frame with 20mm      wide frame edge and 10mm closer section to suit 90mm thick      dry-walling system. Clear open section for door leaf = 815mm wide x 2046mm high. DOOR: Flush 813mm wide x 2032mm high Masonite honeycomb hollow      core door with lock slot. Painted WP03. IRONMONGERY: Hinges: 3x IRONWARE IW 3040 100x44mm Sinkless Hinge. Handle Set: IronWare - IW Calini 1019 through fix Lever Handle  (Brushed Stainless Steel). Escutcheon: IronWare - IW Calini 1904-24SS screw type Rose  (Brushed Stainless Steel). Lock Set:  Dorma D036S Multi Lever Sash Lock.     Door Stop:  IronWare - IW 5000 Cylindrical door stop (SS).

AutoCAD SHX Text
IW 1019

AutoCAD SHX Text
IW 1904-24SS

AutoCAD SHX Text
General Standard Height office door.

AutoCAD SHX Text
FRAME: 800mm wide by 1966mm high Aluminium frame      with 20mm wide frame edge and 10.38mm glass catch rubber section to suit 90mm thick dry-walling system. Clear open section for glass panel = 760mm wide x 1926mm high. All rubber Dove Grey in colour (No Black). GLASS: Ordered to suit 760mm wide x 1926mm high open section. All edges to be polished. Glass to be from 6.4mm Laminated Safety Glass or better if required by NBR and comply with SANS 1263-1 and bear NRCS approved mark. LAMINATE: See Signage Schedule: INT-TYPE-02; and Resource Laminate Cutout.

AutoCAD SHX Text
Standard Height glass light (800 x 2066)
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