NOTES

1. The design on this drawing is copyright and remains property of the
author

2. Allwork to be carried out in strict accordance with local authority
requirements, National Building Regulations (SANS 10400)

I 3. This drawing may not be scaled. Only figured dimensions and
levels may be used

4. Al relevant details, levels, and dimensions must be checked on site
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Re DEscRIPTION 'D-O1'
w m L . ] — FRAME:
] m 855mm wide x 2066mm high Alurminium door
> frame with 20mm
_< U) wide frame edge and 10mm closer section to
wn suit 90mm  thick
dry—walling system. Engineers Sign
Clear open section for door leaf = 815mm wide
x 2046mm high.
| DOOR: Architect Sign

Flush 813mm wide x 2032mm high Masonite

— honeycomb hallow

core door with lock slot. Painted WPO3.

IRONMONGERY:
Hinges: 3x IRONWARE IW 3040 100x44mm Sinkless
Hinge.

[

Handle Set: IronWare — IW Calini 1019 through fix

b EXISTING STEEL SLIDING GATE \ e e arushed Stainiess Steol).

Escutcheon: IronWare — IW Calini 1904—24SS
screw type Rose
(Brushed Stainless Steel).

Lock Set: Dorma DO36S Multi Lever Sash Lock.

| Door Stop: IronWare — IW 5000 Cylindrical door
stop (SS).

TYPE [G-011

0.8M X 2.1M GLASS LIGHT

Standard Height glass light (800 x 2066)
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OR TAMBO WAREHOUSE
ALTERATIONS FOR NEW CARGO
SCANNER INSTALLATION

ERF 282 WITKOPPIE
INTERNATIONAL CARGO TERMINAL
VOORTREKKER RD, KEMPTON PARK

SCHEDULE: DRYWALLS AND PARTITIONING:

UNLESS INDICATED OTHERWISE, ALL SARS DRY-WALLING IS DW-04. HEIGHTS
INDICATED ARE ASSUMED. ACTUAL HEIGHTS TO BE MEASURED AND INDICATED
IN Bo@Q BY OS.

PLAN VIEwW [G-011

Each "REF" has a supporting A4 PDF. Contractors to study before pricing any Bills

Drawing Description
DRY-WALLING REFERENCE CODES: GROUND FLOOR
4T | LocATion cADLINES FRAME: NEW PARTITIONS

al 800mm wide by 1966mm high Aluminium frame

DEsScRIPTION 'G-O01'

REF. | DESCRIPTION STEM | TYPICAL HEIC
D QS to spec a

S to

wall Sound Block STD 132 - with 20mm wide frame edge and
owall Sound Block § 32mm FLIoU/SSlab | As indicated per plan | seeseese— 10»38T209‘055tﬁ_0i°hd ”Jbbe"‘v Se‘:“mt’ Project Status
vl iSpos 2 Hour s Rated | 62 3600 FPLio UrS S| st or i {9, Somm thick drywaling SiStem e TENDER
vall HiSpec 2 Hour Fire Rated | 163mm |3 b — 1926mm_ high.
Reinforced Al rubber Dove Grey in colour (No Black). Scale 14100 Designer.
DW-04 | Rhinowall 90mm Drywal 90mm ng | All General Al _— GLASS: ’
unless otherwise stated Ordered to suit 760mm wide x 1926mm high open
section. Drawing size. Drawn by:
DW-05 | Rhinowall HiSpec 2 Hour Fire Rated | 162mm FLtoU/S Slab | Patch Room — Al edges to be polished. rawn oy GTP
w0t | Rinowal MR Moud e | a5 p— 111, 1655 {0 be.ffom 6.4mm Lominoted Sofety Glass or A1
etter if require:
DW-08 Sound Block STD 91mm FLto U/S Slab | Forensic Lab — y NBR and comply with SANS 1263-1 and bear NRCS Date Checked by:
Reinforced approved mark. 16/10/2019 TP
DW-09 Double skin Strengf 120mm FL to U/S ceiling | Support Walls as rgrd. —_— LAMINATE:
See Signage Schedule: INT-TYPE-02; and Drawing no. Revision no.
DW-10 | New Single Brick V 115mm FL to U/S ceiling | As indicated per plan Zzzzmaz Resource Laminate Cutout.
DW-11 | New Double Brick 230mm FL 1o U/S ceiling | As indicated per plan A-1 01 C



AutoCAD SHX Text
G-01

AutoCAD SHX Text
D-39

AutoCAD SHX Text
G-01

AutoCAD SHX Text
D-01

AutoCAD SHX Text
G-01

AutoCAD SHX Text
G-01

AutoCAD SHX Text
D-01

AutoCAD SHX Text
D-01

AutoCAD SHX Text
Rev.3

AutoCAD SHX Text
FRAME: 855mm wide x 2066mm high Aluminium door frame with 20mm      wide frame edge and 10mm closer section to suit 90mm thick      dry-walling system. Clear open section for door leaf = 815mm wide x 2046mm high. DOOR: Flush 813mm wide x 2032mm high Masonite honeycomb hollow      core door with lock slot. Painted WP03. IRONMONGERY: Hinges: 3x IRONWARE IW 3040 100x44mm Sinkless Hinge. Handle Set: IronWare - IW Calini 1019 through fix Lever Handle  (Brushed Stainless Steel). Escutcheon: IronWare - IW Calini 1904-24SS screw type Rose  (Brushed Stainless Steel). Lock Set:  Dorma D036S Multi Lever Sash Lock.     Door Stop:  IronWare - IW 5000 Cylindrical door stop (SS).
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IW 1019
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IW 1904-24SS

AutoCAD SHX Text
General Standard Height office door.

AutoCAD SHX Text
FRAME: 800mm wide by 1966mm high Aluminium frame      with 20mm wide frame edge and 10.38mm glass catch rubber section to suit 90mm thick dry-walling system. Clear open section for glass panel = 760mm wide x 1926mm high. All rubber Dove Grey in colour (No Black). GLASS: Ordered to suit 760mm wide x 1926mm high open section. All edges to be polished. Glass to be from 6.4mm Laminated Safety Glass or better if required by NBR and comply with SANS 1263-1 and bear NRCS approved mark. LAMINATE: See Signage Schedule: INT-TYPE-02; and Resource Laminate Cutout.

AutoCAD SHX Text
Standard Height glass light (800 x 2066)
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