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EXISTING TRUSS REPOSITIONED

0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 COATED STEEL 
G550 WITH A CLEAN COLORPLUS™ COLOUR COATED 
FINISH TO ONE SIDE WITH A MOUNTAIN MIST BACKING 
COAT.
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NEW APEX ROOF VENTILATOR TO ENGINEER'S DETAIL

NEW BIRDPROOFING NETTING FITTED TO 
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EXISTING TRUSS REPOSITIONED

0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 COATED STEEL 
G550 WITH A CLEAN COLORPLUS™ COLOUR COATED 
FINISH TO ONE SIDE WITH A MOUNTAIN MIST BACKING 
COAT.

NEW STEEL COLUMN TO ENGINEER'S DETAIL

EX STEEL COLUMN

BRICK WALL

EXISTING ROLLER SHUTTER DOOR TO BE REMOVED, 
NEW DOOR TO BE INSTALLED AS PER SCHEDULE

EXISTING LOADING PLATFORM APRON

NEW APEX ROOF VENTILATOR TO ENGINEER'S DETAIL

NEW BIRDPROOFING NETTING FITTED TO 
GALVANISED STEEL FRAME BOLTED TO WALL
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PREVIOUS POSITION OF TRUSS

EXISTING ASBESTOS ROOF AND ROOF 
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INSTALLED BEHIND LOUVRE FITTED TO 
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SPECIALISTS DETAIL.
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DEMOLISHED. WALL TO BE  MADE 
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AS PER ELEVATION.
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125x125x150mm SEAMLESS GUTTER TO 
ENG. DETAIL WITH 50 DIA. 100mm HIGH 
SPOUT @ EVERY MID-SPAN BETWEEN 
RWDP POSITIONS 

375 x 200 x 255 mm GUTTER 
DROP BOX TO ENG. DETAIL.

110mm DIA. ALUMINIUM DOWN 
PIPE TO ENG. DETAIL

0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 COATED 
STEEL G550 OR SIMILAR/EQUAL APPROVED WITH A 
CLEAN COLORPLUS™ COLOUR COATED FINISH TO 
ONE SIDE WITH A MOUNTAIN MIST BACKING COAT.
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SIMILAR/EQUAL APPROVED WITH A 
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NEW BIRDPROOFING NETTING 
INSTALLED BEHIND LOUVRE FITTED TO 
GALVANISED STEEL FRAME TO 
SPECIALISTS DETAIL.

125x125x150mm SEAMLESS GUTTER TO 
ENG. DETAIL WITH 50 DIA. 100mm HIGH 
SPOUT @ EVERY MID-SPAN BETWEEN 
RWDP POSITIONS 

375 x 200 x 255 mm GUTTER 
DROP BOX TO ENG. DETAIL.

110mm DIA. ALUMINIUM DOWN 
PIPE TO ENG. DETAIL

0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 COATED 
STEEL G550 OR SIMILAR/EQUAL APPROVED WITH A 
CLEAN COLORPLUS™ COLOUR COATED FINISH TO 
ONE SIDE WITH A MOUNTAIN MIST BACKING COAT.
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PIPE TO ENG. DETAIL

0.53mm G.R.S KLIP-TITE 
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OR SIMILAR/EQUAL APPROVED WITH A CLEAN COLORPLUS™ 
COLOUR COATED FINISH TO ONE SIDE WITH A MOUNTAIN MIST 
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ADDITIONS & ALTERATIONS TO
PIER STATE WAREHOUSE, GATE
5 BAYHEAD ROAD, BAYHEAD.
PORTION OF THE FARM KINGS
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RAINWATER DOWN PIPE DETAIL AA
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RAINWATER DOWNPIPE DETAIL B2
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RAINWATER DOWNPIPE DETAIL C1
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GUTTER OPTION 13

 1 : 5

GUTTER OPTION 24
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