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ALUMINIUM OGEE GUTTERS
FIXED TO 225x12mm FIBRE-
CEMENT FASCIA BOARD.

75mm PVC DOWNPIPE

KLIP-TITE ZINCALUME AZ200 COATED STEEL G550 ROOF
SHEETING @ 7.5 DEGREE PITCH WITH A CLEAN COLORBOND
COLOUR COATED FINISH FIXED TO 75 X 50mm TIMBER
PURLINS WITH SISALATION "405" UNDERLAY, LAID IN
ACCORDANCE WITH MANUFACTURER'S SPECIFICATION.

275X80mm FIBRE-CEMENT
SOCKETLESS BARGE BOARD

230mm BRICKWORK WALL TO BE
PLASTERED & PAINTED ON BOTH SIDES
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COLOUR COATED FINISH FIXED TO 75 X 50mm TIMBER
PURLINS WITH SISALATION "405" UNDERLAY, LAID IN
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6.4mm PLASTERBOARD CEILING FIXED
TO 38x38mm TIMBER BATTENS.

75mm RHINO COVE MOULDED GYPSUM CORNICE

275X80mm FIBRE-CEMENT
SOCKETLESS BARGE BOARD

230mm BRICKWORK WALL TO BE
PLASTERED & PAINTED ON BOTH
SIDES "CLEARVU" FENCE AS PER SCHEDULE

100mm R.C SURFACE BED LAID ON
APPROVED DPM ON WELL COMPACTED &
POISONED SOIL. ALL TO ENG'S DETAIL.
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