
1.1 EX. GROUND FLOOR

4130

4. ROOF LEVEL

12230

2.1 NEW MEZZANINE

FLOOR

7805

3.1 NEW U/S OF TRUSS

10805

A B C D E F G H

11
°

EXISTING TRUSS REPOSITIONED

PREVIOUS POSITION OF TRUSS

EXISTING ASBESTOS ROOF AND ROOF
SUBSTRUCTURE TO BE REMOVED BY SPECIALIST.
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FINISH TO ONE SIDE WITH A
MOUNTAIN MIST BACKING
COAT.

150x100x3,2mm WELD MESH, PAINTED MATT
BLACK, WELDED TO STEEL COLUMN AND
FRAMING, STEEL WORKS TO ENGINEERS DETAIL

68 m²

GOOD RECIEVING BAY 2

548 m²

LARGE GOODS FLOOR
STORAGE AREA

65
50

40
50

20
0

13
03

5

NEW APEX ROOF VENTILATOR TO ENGINEER'S DETAIL
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REVISIONN0. DATE

0 ISSUED FOR INFORMATION. 09-07-2015

1 ROOF DESIGN REVISED TO EXCLUDE RAISED SECTIONS. APEX ROOF
VENTIALTOR ADDED TO COMPLY TO SANS 10400 NATURAL
VENTILATION RATION.

16-07-2015

05-11-2015Auction viewing bay omitted,2

26-09-2016INCLUSION OF EXT. RING BEAM3
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