GENERAL NOTES NOTES.

1. All dimensions and levels to be checked on site and correlated with
architects drawings and details before construction commences and any

discrepancies are to be reported immediately to the architect and
READ THIS DRAWING IN CONJUNCTION NOTCH A 50 x 50 ANCHOR KEY @ EDGE OF APRON engineer.
TO PROVIDE ANCHORING FOR CONCRETE OVERLAY.
WITH ALL RELEVANT DRAWINGS CHIP OFF & SCABBLE EXTG CONCRETE 350mm BACK 2. All waterproofing details are to be in accordance with the architects
/ TO PROVIDE A 25mm MIN. THROAT. CARE TO BE specifications and instructions.
TAKEN NOT TO DAMAGE EXTG EDGE PROTECTION 3. All details and dimensions shown on these drawings are subject to
ANGLE AND REBAR. INSERT Y10 x 120mm LONG DOWEL confirmation on site and during construction.
REBAR @ 600mm c/c TO SECURE NEW CONCRETE OVERLAY.

. . 4. All construction methods and materials used are to be in accordance with
MESH REF. 193; 25mm BOTTOM COVER; 400mm MIN LAPS. the requirements of SANS 10400, (i) SANS1200 A (1986): General, (ii

SANS1200 AA (1986): Small works, (iii) SANS1200 D (1986): Earthworks
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. It is the contractor's responsibility to ensure that he understands and
complies with all relevant engineering drawings and specifications and is
adequately experienced to undertake all aspects of the work safely.
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informed of any unexpected aspects pertaining to them.
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set of approved building plans on site at all times.

/ EXISTING LOADING APRON SLAB ( 50 x 50 ANCHOR KEY . Al products specified for use are to be used strictly according to
@ EDGE OF APRON manufacturer's instructions and specifications at all times.
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10. Sealing compounds for the building & construction industry to be in
accordance with the requirements of SANS11077 (1984) sealing
compounds for the building and construction industry, two component,
polyurethane-base and SIKA-PRO 2HP universal one component

polyurethane joint sealant or similar approved may be used on all wall CO PY RIG HT RESERVED

joints and must be applied strictly to the manufacturer's specifications and THE DUPLICATION OF THIS DRAWING IS STRICTLY PROHIBITED.

j the correct backing cord should be used where necessary.
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11. The contractor shall provide results of compaction testing of the
earthworks layers for approval, if requested by the engineer, before
casting surface beds. A minimum requirement is at least 100mm of
approved hard-core or 300mm of approved granular fill compacted to a
minimum of 98% Mod. AASHTO.
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