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cut to suit on site

CONCRETE ANCHOR

BLOCK. (Grade 20/26)

500 x 500 x 700mm

LONG SPACER

GROUND LEVEL

mPVC

mPVC FLANGE

 PIPE

ADAPTOR

RINGS

HYDRANT

STANDARD

YELLOW PASSIVATED

ELECTRO GALVANISED

BOLT SETS

ANCHOR

BLOCK

No. 5 VALVE

COVER

"mPVC" DUCKFOOT END

STANDARD HYDRANT WITH

FLANGED GATE

VALVE

LONG SPACER

RINGS

GROUND LEVEL

No. 5 VALVE

COVER

mPVC FLANGE

ADAPTOR

"mPVC" DUCKFOOT END

STANDARD HYDRANT WITH

mPVC FLANGE

ADAPTOR

VALVE COVER AND LETTERING

ORIENTATION OF HYDRANT

     high x 8mm thick.

     valve from hydrant to be 40mm

Note: Lettering showing distance of

No.5 Valve cover

Lettering on

(towards valve)

this face.

GROUND LEVEL

(Towards valve)

Lettering on this face

Property boundary

G.L.

NO. 5 VALVE COVERS

TYPICAL ORIENTATION OF

1) Concrete grade 35/13

Note: 
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2 - Y10 BARS

25mm COVER

2 - Y10 BARS

2) All smooth finish

3) Letter 'V' embossed 5mm deep

in position indicated

(Letter width 10mm)

4) Letter size for distance and type of

of watermain to be 4cm high and 

8mm thick and positioned as shown.

PRECAST CONCRETE

VALVE MARKER

PRECAST VALVE CHAMBER

(FOR VALVES 150MMØ OR BIGGER

N. T. S.
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Concrete grade 20/19

cast in-situ.

PLAN OF WATER VALVE COVER No.5

SCALE: 1 : 5
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15 mm Ø
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Verge level.

Grade 20/20 concrete

slab cast in-situ.

Cover to valve chamber to

be painted non reflective yellow.

Type 5 hydrant box cover set proud

of ground - 10mm in roads or 150mm

in undeveloped areas.

STANDARD PRECAST CONCRETE VALVE MARKER

N.T.S.

100

200

1
0

0

9
6

0

4
5

0

V

LETTER 'V' 75mm HIGH CAST INTO

CONCRETE 6mm DEEP AND PAINTED

BLACK.

DISTANCE TO VALVE STENCILLED ONTO

MARKER IN BLACK PAINT ON SAME SIDE

OF MARKER AS THE VALVE.

2  No. R06

50mm THICK CAST IN 30MPa.

CONCRETE SMOOTH FINISH GIVEN

1 COAT OF BLUE PAINT TOP 500mm

7.0

MIN.75 / MAX.200

IN SOIL D/8

IN SOIL D/8 Min. 75

END CAP

PLAN

S.G. IRON END CAP
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PLAN

BEND
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FLANGED VALVE 

D

5
0

0

500

1
5

0

TRENCH DETAILS FOR 15 - 54mm Ø PIPEWORK

Y

ELEVATION "C"

X

EARTHWORKS FOR PIPE TRENCHES. ( CLASS "C" )

AS PER PART "DB" DEPT. SPECIFICATION FOR

D

B

PLAN

BEDDING
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FLANGED ADAPTOR 
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ELEVATION "B"

            MAX.200

IN SOIL D/8 Min. 75

X

            MAX.200

500 x 600

300 x 500

250 x 300

in normal earth for heads of 120 m

THRUST BLOCK SIZES  ( in mm )

X   Y

1/4 BEND

90°

ELEVATION "A"

300 x 600

200 x 400

200 x 200

CAP

X   Y

SIZE

150mm

100mm

75mm

PIPE

(BRANCH)

300 x 650

200 x 650

200 x 650

X   Y

 TEE

1/16 BEND
1/8 BEND

350 x 500

250 x 300

200 x 250

X   Y

45°

1/32 BEND

300 x 300

X   Y

200 x 200

200 x 200

200 x 250

X   Y

200 x 200

200 x 200

22.5° 11.25°

MAX. 200

MIN. 75

IN SOIL D/8

X
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FOR mPVC PIPES

THRUST BLOCK DETAILS

22

8
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STANDARD HYDRANT WITH STEEL FITTINGS

N.T.S.

Kerb

351
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300 x 300 x 100

CONCRETE BED

FOOTPATH LEVEL

Cast Iron Flanged

Extension if new

Flange Adapter

N.G.L.

100mmØ FLANGED JET DISPERSER /

TIE INTO NEW STORMWATER SYSTEM

100mmØ GALVANISED MILD STEEL

PIPEWORK TO SUIT SITE CONDITIONS /

TIE INTO NEW STORMWATER SYSTEM

THRUST BLOCK

TO DETAIL.

1
0
0

CLASS 20/19 CONC. PAD.

N.G.L.

TYPICAL DETAIL OF SCOUR VALVE

SCALE 1:10

No. 5 VALVE COVER (COVER TO BE PAINTED NON REFLECTIVE YELLOW)

No. OF CONCRETE SPACER RINGS TO BE DETERMINED ON SITE.

32mm Ø SPINDLE EXTENSION (LENGTH TO BE DETERMINED ON SITE)

45° ANGLE

400 x 400 x 400mm

ANCHOR BLOCK (IF REQUIRED)

100mm Ø STEEL PIPE LAID TO FALL.

100mm Ø FLANGED

 CLIP AND CLAMP.

100mm Ø

GATE VALVE

SCOUR TEE

OFF MAIN LINE

GROUND LEVEL

No. 5 VALVE COVER

Concrete thrust block

C.I. Valve box See

Detail

75mm S.V.

Lenth of P.V.C.

spacer varies

± 0,3m

Class 25/20 concrete base slab.

150150

Precast concrete light or heavy duty

cover and frame

230mm Brickwork in Engineers bricks or similar

approved using 1 : 4 cement / sand mortar.

760

19mm Stone bed.

3
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50mm RBX Air valve by Vent-o-Mart.

GATE Valve

Reducer

Reducer 'T'

230mm Air bricks.

1
5
0

150

530 530


